Addendum to the
Wasp Bar Code Laser Scanner
Programming Guide

Note: Keep this Addendum with your Laser Programming Guide. It contains information not documented
elsewhere.

Prefix & Suffix Additions

The Prefix & Suffix (preamble and postamble) additions increase the possible number of Prefix and Suffix
characters to be transmitted with label data from a maximum of two prefix characters and two suffix
characters to as many as four prefix and four suffix characters). The following labels augment the Set Prefix
and Set Suffix labels documented on Pages 34 and 35 of the Programming Guide.
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They provide access to programming the Secondary Prefix and Secondary Suffix and are employed in the
same manner as the primary Prefix and Suffix. Each of the two Prefixes and two Suffixes can be 0, 1 or
2 characters in length and will be transmitted with the label data in the following order:

<Primary Prefix> <Secondary Prefix> <Label Data> <Primary Suffix> <Secondary Suffix>

Continuous Scan Enable/Disable

These labels can be used to Enable or Disable the Continuous Scan feature. Enabling Continuous Scan
allows multiple bar code labels to be read without letting go of the trigger, simply by passing the beam from
one label to the next. The usual beep will sound as each bar code label is successfully decoded.

Note that when Continuous Scan is enabled, AutoSense® Stand Mode, if enabled, will no longer function.
(See Page 86 of the Programming Guide for a description of AutoSense®.) If your needs require that you
routinely switch between stand-mounted AutoSense® operations and hand-held Continuous Scan
functionality, just enable AutoSense® as shown on Page 86 and from then on, enabling Continuous Scan
will disable AutoSense®. When you are ready to return the scanner to the Stand, disabling Continuous
Scan will also restore AutoSense® mode.
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AutoSense® mode is denoted by the presence of a single dot of laser light focused onto the reflector at the
base of the stand — the stand is necessary for AutoSense® to work. Continuous Scan should be used

without the AutoSense® Stand and can be confirmed by successfully scanning two or more bar codes
without releasing the trigger in between.
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