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Overview: 
 
The  Wasp USB to Serial Converter provides an external plug and play RS-232 Serial connection for 
computers, notebooks, laptops, and handheld computing devices that support the USB specification.  It is 
faster than traditional bus ports as it does not need IRQ’s.  This also avoids the problem of IRQ conflicts 
when adding additional serial devices to a PC.    
 
 
Specifications: 
 

 
 
 

System Requirements: 
 

Operating System:   Windows 98 / 2000 / Me / XP or higher 



Installation Instructions: 
 

1) With your computer powered on, close all open applications. 
 
2) Plug the Wasp USB to Serial Converter into an available USB port.   
 
3) The operating system will detect the new hardware automatically.  In the dialog box that comes 
up, use the default choices including:  Search for the best drivers for your device,  then click 
NEXT to continue. 
 
4) In the next dialog box, put the Wasp USB to Serial Converter Driver CD-ROM into your CD-
ROM drive, then Specify a Location and click NEXT. 
 
5) In the following dialog boxes, click OK or NEXT, as necessary, to complete the copying of files 
to your hard drive.   
 
6) After the USB port driver files have been copied to the hard drive, click FINISH. 
 
7) Steps 3 through 6 will be repeated for installation of the COM port.  The COM port number 
used will be one greater than the COM ports already installed on your system.   

 
 
Confirming the Installation: 
 

1) Do:  Start > Settings > Control Panel > System 
 
2) Then select the Device Manager tab (or the Hardware tab and click the Device Manager 

button) 
 
3) Click the plus sign in front of Universal Serial Bus and confirm the presence of  
 

USB High Speed Serial Converter 
 

4) Click the plus sign in front of Ports (COM & LPT) and confirm the presence of  
 
             USB Serial Port (COMn) 
 
       where n is the COM port number that was automatically assigned. 
 
5) You can now attach your serial device and test it. 

 
 
Uninstalling the Driver: 

 
1) Do:  Start > Settings > Control Panel > Add/Remove Programs 
 
2) Click FTDI USB Serial Converter Drivers 
 
3) Click the Add/Remove (or Change/Remove) button 
 
4) Follow the dialog through to clicking Finish to exit. 

 
 
 
Wasp Technical Support is available at (214) 547-4100.                 
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